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Instruction for upgrading
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Note:
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It's necessary to use the UP02 and UP02 adaptor for this upgrade steps.
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For the issue of short flying time, we have reduced low voltage protection based on QR X350
V1.2 to prolong flying time; we don’t suggest upgrading if it is under normal flight.
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This upgrade need to upgrade firmware and configuration files together, If the configuration
file does not upgrade, without heading lock function
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Install the UP02 software on the computer, and connect the UP02 kits with
the USB port, when open the upgrade software window, please click “connect’;
find out the upgrading port in the QR X350 battery compartment; please
connect the wire as bellow correctly to the QR X350 upgrade port, then
connect the battery(3 colors upgrading wires connected as showed in the
picture)
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Upgrade port line color corresponds to
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The model NO. and version will be found in below interface .
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Device Information
Device Hame: | QR-X350 v1.0

Firmware Config

Firmware Information

Firmware S1ze: 123.0 KB

Upgrade Action

File: @GR %35051.bin D

QR-X350 ¥1.0_is FOUND ! | ooio0ioz |

BT, % User Manual v1.0.pdf ¥ BHERIE . BT 0t T 2 dE
For firmware Upgrade, Please refer to User Manual V.1.0.PDF ,and select the
upgrading files and steps.
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For Configuration upgrading, please do as below steps when finish firmware
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Firmware

Config Information

Config Size: 1024 Ewte Config Total: 1

Upload Action
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File:
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Reference: instruction of UP02
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Upgrade tool—UP02 user manual
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: can be upgrade.
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2. Please refer to the lllustration and connect the UP02 with PC.
lllustration for upgrade the DEVO-7 radio refer to lllustration (1).

lllustration for upgrade the receiver refer to lilustration (2),

SR RRAB. please refer to the particular model's user manual for different
3. AR, model.
3. Upgrade.
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See the lllustration:
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This adaptor used for connecting with UP02 and receivers with three different jacks

to upgrade.

1. 4 cores jack: Plug the jack with black, blue, yellow and red four different colors’
wire to the receiver’s 4 cores jack which is 1.25 mm space between the 4 cores.

2. 3 cores jack: Plug the jack with black, blue and red three different colors' wire to
the receiver's 3 cores jack which is 1.25 mm space between the 3 cores.

3. Single wire: Plug the jack with yellow, blue and black single wire to the standard

receivers for upgrade.
EREUER
TEE: Connecttothe
see the lllustration: receiver __, [ m¥ERRES
4 cores receiver
= SHEERNE
- 3 cores receiver
FEFEUP02IE RS 2%
Connect to the
IRERERNE
HE02 fidapler standard receiver

4cores™) IE(Blue): RX  3cores™) i(Blue): RX #(Yellow): TX

4(Red): VCC ~ (4(Red): VCC ®(Black): GND
mS {s(alado: GND =ﬁ{ﬁ(3'ack)- GND &i%m{ i(Blue): RX
i (Yellow): TX #(Yellow): TX




