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Note:

1. AERBRFPFMEA UP02 & UPO2 ERLs A AR TR

1: It’s necessary to use the UP02 and UPQ2 adaptor for this upgrade steps.
2. KRFEFFRAX LT se &

2: The program provides two-way transmission function upgrade
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Install the UPO02 software in the PC,connect the UP02 with the USB,and open the
software upgrade interface , click “Close”connect with software;

Please refer to below lllustration and connect the UP02 adaptor with the receiver , and
then connect with the battery.
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The model NO. and version will show in below interface .
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Please refer to User Manual V.10.PDF user manual, and select the upgrade document and upgrade
steps.

Ift: enclosed with the user manual of the UP02.
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Upgrade tool—UP02 user manual

7= 5 AT DEVO-Ti8 {8 BB AT FHB MIEU BT 4.  This upgrade tool used for DEVO-7 radio and some receivers

to e F A TR Bl GBTn:;ﬁ?g;BS:hz software, download the rame of the
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helicopters.
DEVO-T:EfE#A S HESRE (1) . 2. Please refer to the lllustration and connect the UP02 with PC.
BRBFENSER (2) , BEVAFHRR llustration for upgrade the DEVO-T radio refer to lllustration (1).
= llustration for upgrade the receiver refer to llustration (2),
B REAE. please refer to the particular model's user manual for different
3. k. model.
3. Upgrade.
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UP02 adaptor user manual
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This adaptor used for connecting with UP02 and receivers with three different jacks

to upgrade.

1. 4 cores jack: Plug the jack with black, blue, yellow and red four different colors’
wire to the receiver’s 4 cores jack which is 1.25 mm space between the 4 cores.

2. 3 cores jack: Plug the jack with black, blue and red three different colors' wire to
the receiver's 3 cores jack which is 1.25 mm space between the 3 cores.

3. Single wire: Plug the jack with yellow, blue and black single wire to the standard
receivers for upgrade.
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