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: It’ s necessary to use the UP02 and UP02 adaptor for this upgrade steps.
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This upgrade need to upgrade firmware and configuration files together, If the

configuration file does not upgrade, without heading lock functio
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Install the UP02 software on the computer, and connect the UP02 kits with
the USB port, when open the upgrade software window, please click
“connect” ; find out the upgrtading port in the QR X350 battery
compartment; please connect the wire as bellow correctly to the QR X350
upgrade port, then connect the battery (3 colors upgrading wires connected

as showed in the picture)
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The model NO. and version will show in below interface .
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Device Hame: | QR-¥350 +1.0

Firmware Config
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Firmware S1ze: 123.0 KB

Upgrade Action
File: WHE X35051. bin (]
QR:X350 v1.0_is FOUND ! | ooionioz |
[/ F+2%, 4% User Manual v1.0.pdf WtBH#RAE. EFEFAFC T FARAE

Firmware Upgrade, Please refer to User Manual V. 10.PDF user manual, and
select the upgrade document and upgrade steps.
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Configuration upgrade , click the icon After the firmware upgrade procedure
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Upgrade tool—UP02 user manual

A7 G FATFDEVO-7:8 B |A T AR AEWRBFLR. This upgrade tool used for DEVO-7 radio and some receivers
. can be upgrade.
s ffu’ozﬁ#. Pl . Install the UP02 softy downl the prog! of the
2. BrBEERFARTA. helicopters.
DEVO-7: B2 # AR SRE (1) . Please refer to the lllustration and connect the UP02 with PC.

BUBAENSEE (2) , BENNFARN lllustration for upgrade the DEVO-7 radio refer to lllustration (1).
lllustration for upgrade the receiver refer to lilustration (2),
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See the lllustration:

4oores™) i (Blue): RX

#I(Red): VCC
E{H(Blad(): GND
B(Yelow): TX

4(Red): VCC
=% ) R(Black): GND
Joores”) #(Blue): RX
F(Yelow): TX
RS EEERS
Connect to the Connect to the

. #(Black): GND
PC's USB transmitter &rfle%n{ H(Blue): RX

P (Yellow): TX
FE(1)
E R
Connect to the
receiver -
RS ERUPIJER R — [ DSEERES
Connect to the Connect to the 4 cores receiver
PC's USB UP02 Adapter
< i —
T SHEERYE
3 cores receiver
FRERE R
standard receiver




& i AT = A EEE A RGBT R .
1.0 REERL LT RERES, AT EEEL. 25meE AR TR .
2.= RABSHNRABREHARLKEEL, BTEEEL 26m==5EENEESEAE.
3.5%: KE. HENRERGARKEEL AT REREENREEAE.

This adaptor used for connecting with UP02 and receivers with three different jacks

to upgrade.

1. 4 cores jack: Plug the jack with black, blue, yellow and red four different colors’
wire to the receiver’s 4 cores jack which is 1.25 mm space between the 4 cores.

2. 3 cores jack: Plug the jack with black, blue and red three different colors' wire to
the receiver's 3 cores jack which is 1.25 mm space between the 3 cores.

3. Single wire: Plug the jack with yellow, blue and black single wire to the standard

receivers for upgrade.
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